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Free
Thermocouple

Included!
Temperature models include a free
1 m (40") Type K insulated beaded
wire thermocouple with
subminiature connector and wire
spool caddy (1 per channel).
18,-8* $7%8-

6,-3 6%

All clamp-on meters come complete
with a set of safety test leads, 9V
alkaline battery, Type K beaded
wire thermocouple (temperature
models only) and operator’s manual.
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11
To Order (specify Model Number) M,,,,é{’gi,ﬁ,‘-’,ﬁ‘}’,‘,-’,‘/}f,,,
Number of Digits 1999 1999 1999
Range Auto Manual M M M
Input Impedance mQ 10 10 10
Analog Bargraph
Relative
Backlit EL Panel LGD o
Temperature
Peak/Hold
Data/Hold . ° °
MAX/MIN
MAX/HOLD o o
Capacitance
Frequency ° o
Continuity o o o
Diode Test o o o
True-RMS o
Basic Accuracy,% 0.5 0.5 0.5
Max Resolution, wV 1mV 1V 1V
Basic Accuracy, % 1.2 1.2 1.2
Max Resolution, wV 100 mV 100 mV 100 mV
Frequency Response, Hz 50 to 500 50 to 500 50 to 500
Basic 1.5% 0~700 A 0~700 A
Basic 2.0% 700~1200 A | 700~1200 A
Max/Resolution, pA 0.1 0.1
50 to 60Hz 1.5% 0~700 A 0~700 A 0~700 A
40to 500Hz3.5% | 0~700A 0~700 A 0~700 A
50 to 60Hz 2%, A 700A 700 A 700 A
MAX Resolution, A 0.01 0.01 0.1
Basic Accuracy, %
MAX Resolution, wF
MAX Cap mF
Basic Accuracy, %
MAX Resolution, Q 100 Q 1Q 1Q
MAX Resistance, mQ 200 kQ 200 kQ 200 kQ
Basic Accuracy, % 1.2 1.2 1.2
MAX Resolution, Hz 1.0 1.0
MAX Frequency, MHz 20K 20K
Basic Accuracy 0.1 0.1 0.1
Comes complete with a set of safety test leads, 9V alkaline battery, Type K beaded
wire thermocouple (temperature models only) and complete operator’s manual.
Ordering Examples: HHM596C, clamp-on meter, $148.
Wt &) C
&I-14, (&! /5#
Accessories for Glamp-0On Meters _— 1714 §
T 5d
_+) NN * 1§
.4) wee )/

. ‘omegamation.com™ - % s & " sa



To Order (specity Model Number) MOST POPULAR MODELS HIGHLIGHTED!
%

4300 4300 1999 1999 1999 3999 3999 1999
A A M M M A M M
10 10 10 10 10 10 10 10
°C/°F °C/°F °C/°F
A'H A'H L] [ ] L[] [ ] [ ] [ ]
0.25 0.25 0.5 0.5 0.5 0.25 0.5 0.5
100 100 1V 1V 1V 100 100 pv 100
1.2 1.2 1.2 1.2 1.2 0.75 1.5 1.2
100 100 100 mV 100 mV 100 mV 100 100 pV 100
50 to 500 50 to 500 50 to 500 50 to 500 50 to 500 50t0 500 | 50t0500 | 50 to 500
0~700 A 0~700 A 0~700 A 0~1000 A
700~1200 A |0~700~1200 A 0~700~1200 A
0.1 0.1 0.1 100
0~700 A 0~700 A 0~700 A 0~700 A 0~700 A 0~700 A 1000 A
0~700 A 0~700 A 0~700 A 0~700 A 0~700 A 0~700 A <800 A
700 A 700 A 700 A 700 A 700 A 700 A 800~1000 A | 0~1000 A
0.1 0.1 0.01 0.01 0.01 0.1 0.1 0.1
2 1.5 2.0%
1.0 1.0
40 40 uF
1.2 1.2 1.2 0.3 1.5
100 100 1 1 1 100 01Q 01Q
43 43 200 200 200 40 40 2M
0.1 0.1 0.1 0.1 0.1 0.1 1.0 1.0
0.1 0.1 1.0 1.0 1.0 0.01 0.01
43K 43K 20K 20K 20K 500 K 400 K
0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1
e ™
Thermocouple
Included!

Temperature models include a free 1 m (40"
Type K insulated beaded wire thermocouple with
subminiature connector and wire spool caddy
(1 per changel). 18,-8 * $7*8-

6 6

- /

e #o # s B o B
Uil ST e BRE S8 SRAA





WebMaster
Text Box
EPG05


